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Housing:Molex 51065-0600
Terminal:Molex 50212-8000
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Lead Screw Motor Specification

F#L Number Of Phase

2

$K Linear Travel/Step

0.003175mm (1.8° )

€ i ERated Voltage

27V

i IR Rated Current

TA

#WisEHE )] Rated Thrust

53 N at 600rpm

FHEPH Phase Resistance

2.7 ohm+10% (20°C)

FHH/# Phase Inductance

2.5mH+20% (1kHz 1V rms)

HF5& Rotor Inertia

9 gcmA2
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B Weight

0.1 Kg

—
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225 Insulation Class
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22} 4% Screw Diameter

4.76 mm
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2T FHE Lead

0.635 mm

AWG26 UL3266

28.3Max.
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Wiring Diagram
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FhREIR FF vs. BE%: 75 [6]
Exciting Sequence vs.
Direction of Rotation
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MOLEX 53253-067
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Pin No. vs. Lead Wire Colour
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Clockwise view from
mouting side
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Motor label

Pin No.

it Colour

LEAD SCREW MOTOR
LN111S-E04006-70-S-100
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6 W BLU

BT RIS ERE AR
. BELTRLEE N TEAR.

It's normal phenomenon if there
is a little dust fall off when using

RARELM R FINZE
Tolerance for linear and dimensions
without individuel tolerance indications
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Design

]

2018/12/10

GB/T 1804-M eqv ISO 2768-1:M
ARERRS B R N2

e
Check

Geometrical folerance for features
without individuel tolerance indications
GB/T 1184-K eqv ISO 2768-2:K
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First Angle Method

the lead screw and nut.
EETRTX

PBC MOONS’ ;519K

LEsEREESMURAERAT (021)52634688

REEE

TE B

- IR SR AR R B 24T

Keep nut on screw.
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Scale | Part Name INEAER A
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Model NO. LN111S-E04006-70-S-100

1:2

. dEB AHE DR
Avoide disassembly without
qualification.
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